Introduction: 

Thank you for selecting this amr product. A great amount ot care went into iis design 
and manufacture. We know that you will enjoy its benefits and appreciate Its quality. 

This product description and manual ii^ brief and irnportanl Please don't toss It 

aside just yet! A lew minutes spynl rt?ading it couid save you from soma 

[ncorreet asaumptjona and lost timfl- we'ra going to fielp you get up and running qiric^. 

Features and Speciticationa for the amr SCSI Host Car d for the Apple //e and ps 

The amr SCSI Host Card provides a high speed Interface 1o SCSI hard drives 
tor The Appfe //e and gs. The card is Included with aU amr tfnve products for the 
Apple /iB and gs. 11 offers th9 following features and speciflca^ons: 

■ Automatic conflguratton,,lfTcludJng drive. tD search, partnioh informaflon and 
size determJnatTon 

■ Support ror2 volumes pwcard (2 separate drives izn 2 parlitfons on 1 drive) 
Full Frodos support 

< tJwpowQrccxiswqiAtonaadrTiInLmalbus loading 

Low component count and efficient firmware for high reliabNEty and very high perlormance 
- Vdry^mplafnstGtfk^ 



Formatting 
InttiaJl^ng 

TeatEng and diagnostics 

Partition selection [User selectable partitions may be configured tn 1 megabyte 

fnoBments up to the size of the drive, 3at32meg. max., 64 mag. total)- 

Wulliple host cards may be used fn a single computer. This provides expandabiKty for 
large storage needs and storage hungry applications, such as communication 
buJlattn boards and software de>;«lopment. 

The host card provides support for 2 separate volumes per card. These 2 volumes may 
be 2 separate drives tsi ZpartfBor^aon idrfva. ^ 
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Installation and Ggffina aarteti: 

Rrst, determine which slol you wish to install Iho card into. The card may be mslallad 
Into any-slot except 3, It you wish to start [or boot) your computer with the SCSI drive 
□llached to the card, install the card Into the highest numbered slot (right mo^^l]. Mnke sure 
thai any olhor disk controller cards are installed below the SCSI card (lo the lefi of it). 
If you wish to start your computer from a drive other then the SCSI drive, make sure that 
the card for this other drive teii^ied above or to the right" of the SCSI card. 

The SCSf card may or may not ftave been shipped wHh dip switches on it If it does 
ha^e a set of dip switches on it, the settings are not currently used. These switches are 
only to provide extensibility and possible future options. For now. the switches may be 
in any position. These switches are not ID switches. Drive IDs are determined automaticaity! 



Beset Jumper 




' 1 f Terminator 

power jumper 

F^r«l. card jumpers 

The SCSI card has 2 jumper options. The first is the Reset jumper. This jumper permits 
the computer's reset signal to perform atme SCSI resel. This jumper should normally ba 
installed. The second jumper allows the card to supply SCSI terminator pov^cr to Ihfi SCSI 
bus. Thjs jumper should not be normaify installed. All amr drives are shipped preterminated 
and do not need this Jumper to be installed. Only In vefy 'R«1E" situations would this 
jumper need to be Installed. It is provided on the card primarily for compl^enesspf the 
SGSE spec, and tor future rare occasions. 
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jnatanationSteFH: 

Make sure your computer Ib turned off 
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Reinstall Ihfl computer's \\6 




• Connect the drive interface cable between the card's connecter and the drive 
< Turn on the drive and allow it to come up to speed (approx. 20 seca,) 

• Insert ^e SCSI utility disk into ycur floppy drivg (the boot drive) 
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Tum on the computer 

Gd Id thg control panel (described in the gs owner's manual) 
Set the sfot which has Iht* SCSI card in i1 1o 'Your card" 
• Sel the startup slot to wherever your floppy drive is (so that you can boot the SCSI 
utility program from your floppy drive) 
Press the control-Open Appfe-resel keys at the same time 
Go to the heading below titled 'Using the SCSI utility proflram' 

For Apple /fe 

Turn on the computar 

Boot the SCSI ulllily progrm disk (jf you have Installed the card Into the highest 
numbered sfot you will nGed to press the conlrol-reset keys ai the same time and boot 
the SCSI utility disk in your floppy drive. After pressing the control and reset keys 
you wilt either see a prompt or a prompt. If your floppy drive is in a higher 
numbered sfot you should now see the main screen of the SCSI utility program. Go 
to the heading below titled 'Using the SCSI utility program'). 

To boot the floppy from the prompt, press the number of the slot containing 
tfie floppy drive controller card. Then press the 'contror key and the 'P' key at the 
same time- Then press the 'Return' key. rJow go to the heading below titled 
"Using the SCSI utility program'. 

To boot the ffoppy from the ']' prompt, type in PBS, Now type In the slot 
number of your floppy dhvp p.nd pressure 'R^m'^; Pjoqa^ to the, heading titled 
'Using the SCSI utility program'. 



UsfTgi the SCSI LrtfHtv prot^rsim: 

When the program is njn, several Operations are performed automatically and many 
displays are updated. Just after the main screen is displayed the progress of an automatic 
drive ID search is shovim at the botlom of the screen. A progressing row of "' symbols 
at the botlom shows Ihe progress of this ID Kt?nrch Wlini the progrEJm Is doing is checking 
each valid SCSI ID to see if a drive is present and 'READY'. If two drives are connected 
each drive's ID will automatically be found. Remember too that if you have two drives 
connected that each drive must have a untque drive ID. The valid ID'e are 0-5. ID 7 Is 
reserved for the card's ID. Usually each drive's ID may be set through swiiclies at the 
back of the drive's cabinet. For amr drive products^ the table below shows the switch 
settings on the drive and their corresponding ID: 
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Note: If more than one drive is connocied to the Apple // at the same 

time, you may neecf lo change the SCSf ID (address) of the drive. Each drive MUST 
have a different SCSI ID. The folJowing table shows the jumper or switch settings which 
correspond to the SCSI address [ID). 
The lumpers are tocated on the back of the drive. 

fie sure to turn the drive off and on a^eryou change its iD, The drive wlli only 'read' 
these tD settings 01100 after it is poa^r up{ 



SCSI ID Jumper 

1 2 3 

off off off {faOory settir^) 

1 on off off 

2 off on off 

3 on on off 

4 off off on 

5 on off on 

6 off on on 



Table 1- DrNe id settings. 

The purpose of these 'IDs' is lo allow the computer a way of selectively accessing 
a particular drive without the other drives thinking that the communication is for thoml 
Since the SCSI bus or interface is a parallel one^ It should be easy to understand ihe 
needforthese unique IDs. Imagine if att of the houses on your street had the seme 
address- How would the postman know which house is yours?! For the same reason 
^1 of the drives cormected torn SCSI bus iwedUtJiaveimiCfim add 

When the util'rty program has found a drive which responds to a certain ID, it 

displays this ID on the main screen. The Fowesl number ID will be assigned to drive #1 
and the higher ID will be assigned to drive W2 (it a second drive is connected). 
Note that this ID display is for your Informalion only and that the program doesn't 
allow changing these IDs (IDs are almost always selected wfth switches at the back of 
Ihe drive cabinyt). Therefore^ the only action required on your part regarding IDs is that 
you make sure that if two drives are connected to the same card that they each have a 
unFque ID. Remember that the valid IDs are from to 6, ID 7 is reserved for the card. 

Another automatic tunciion performed by the program when It is first run is the 
identification of which slot the SCSI card is In. This intormallon Is displayed on the main 
screen to remind one where the card Is installed. If no SCSf card is found by the program, 
the program will not do very much, obviousfy. A message staling that rfo card was found 
will be displayed at the bottom ot the screen. 
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Addilionalfy, once a valid 'Ready' drive (or two) is found, Ihe program queries it and 
finds oul the capacity (in megabytes) ot each drive. This iniormaiion is then displayed 
a1 the top of the screen. Also, depending on the size of the drive found, the program 
chooses default partition si^es and displays them as well. Since partitions represent 
PRODOS volumes, and only 2 volumes are supported per card, partition displays and 
optlona will not be available when 2 physical drives are connected. Partitioning functions 
will only be displayed when a single physical dnve is found. 

Function descriptions: 

When a drive ts new or when problems arise with the drive (such as suspected bad 
media blocks) it is important to tormat it with the format option (by pressing "F" at the main 
screen). Formatting will erase the drive completely! Be sure that if you have any data 
on it that il is well backed up first. This lormatting operation pertorms a thorough 'low 
lever format which also verifies the drrve media. If bad spots ars detected during 
tormat, the drive will automatically periorm a sparing operation In order to remove these 
defects. Generally, formatting is periomied only once when the drive is new. As long as 
the drive is not phyefcally abused reformatting shouid never be necessary. 

Selecting the test button will begin a thorough drive validation procedure. 
This procedure is nonnally perfOTmed al the facUsry and shpuld not be required ^aln under 
normal circumstances. 

This procedure wtfl erase any data It^f may beonVw drive. 

Perform the lest procedure onfy as a last resort betore returning the drive for repair and 
only if you have backed up your data. This test performs a rtgorous write, read, and seek lest 
which Is quite compfete. If errors are reported, check for secure cable connections and retry. 
If errors persist, the drive may need repair (is your Apple // tn perfect condition?). 

This test will continue until a lesi o^ror occurs or until you press 'escape'. 
Along with tine drive, this Jest function ^iso thoroughly tests the SCSI card. Therefore. 
If the test fails. It Is possible that the card is failing and not the drive. 

When a complete test pass has been performed by tho program, lh(? test KcrE^en wiif 
indicate this by incrementing the counter on the screen. The program will then start the 
whofe test over egain and continue this ^de of retesting untjl 'escape' is pres^. This 
is useful in finding Intermittent F^obisTTW and aifOws oven^ght or long term testing. 

Save Parameters : 

Once you have selected the desired partition sizes with the left and ricihl arrow keys, it 
is required that you select the 'Save parameters' option. This function saves the partition 
offset infomiation onto a reserved area on the drive so that the card will have the necessary 
inform;. lion nr?xt limo il bontr c i?? otherwise accessed This savnd information is also used by 
oihtr programs (i.e. The Filer, The desktop etc) to determine the size of the drives connected 
and whether or not multiple partitions are avarlable. Ttiese other programs would use 
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this infnrmriiion when 'Inilializlng' (the Flier flflllstNstormaiting!) the drive ancf determining 
how large a directory lo pface oritn the drive. 

If the Save Parameters function is not pertormed, no partitions will be supported when 
the drive )s subsequsntty accessed. Instead, the card will query the drive for its size 
(in absence of the s^^ved parameters) and will default lo a sfngle volume w.hi^ is 
the full capacity of the drive, up to the 32 megabyte Prodcs limil. 

If you Have saved parameters previously and have used the drive to save 
data, it is important nol to save parameters again if you have changed the sizes of the 
partitions. To do so would change the partition offset Information and would likely result 
in losing access to the prev[ous partitions foreverl So bo careful here. Generally, saving 
parameters is only required once. If you ever format the drive with the SCSI utility program 
ft will hp necessary to save parameters again since formatting with this program wipes the 
drive cunipiuTtjiy ciean, even the saved parameters! The same Is true if you ever nin the 
Tesr function sfnce ft al^ erases the dn^re drlv«. 

Run Filer: 

The SCSI utility disk also contains Apple's Filer utility program. When you press 'H', 
the SCSI utility program automatically switches to the Filer'. The Filer is a convenient 
place to perform an Initialize operation on the drive (this places a fresh directory onto 
the drive, which is required). UnfortunKlely, the Filer refers to this as fonnatting. But in 
this case il will simply place a new directory onto th? drive To dc this, njn the Filer. 
Then press 'V. and then 'F'. Answer the question regarding which slot and dnve. That's 
all there Is to It. The Ff[er also has some other useful operations such as a nondestnjctive 
verify volume function. It is also a good place to perform 'Cafa'ng?' and fife copies. 

The Filer is not the only program that can Initialize your hard drjve. Practically any 
of the other Apple file utilities can do th[s. Exampfes [nclude Apple's 'System Utllitfes 2.1.1", 
the Apple desktop, and Applets newer GSOS finder. This SCSI utility has lefl the 
responsibility of initializing lo IhoEo ofhrr programs because ot the constantly changing 
Prodos versions and new file syaii^rns This way you are assured to have the most 
current initializing on your drive. 

Help: 

Pressing the 'H' key will display some help screens. These soreens indixia a step 
by step procedure to aid In the use of the program. 

QuH: 

Pressing the 'Q' key wili exit the progpam- 
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GeneraHnfonnalion: 

Disciissions of desktop managemenl and the moEl efljcienl ways !□ use and organize 
your drive are beyond the scope of this manuaL Referring to the manual that came with your 
Apple //e or gs will acquaint you with the linder and other parts ot th9 Apple // system software. 
When reading about these pnDgrams, the hard drive is very similar to a floppy disk. The 
hand drive simply holds more, seeks faster and generally doesn't eject- 
There are many sources of tricks and lips, but each person has, or will develop, their own 
style and preferences when managing data on hard drives. The only offering of advice here, 
other than user groups - magazines and books, is simply to always have a current backup! 

Note that when the card rs first accessed, either by booting it or referring to It in a nie 
operation, that it performs a simple Sell Test' and SCSI ID search. This usually results 
in a short delay ot about 5-7 sees.. Remember though. tHs only occurs when the card 
is first accessed. All other accesses will be handled instantaneously. This self test helps 
protect your data on the drive in case the card delects a problem, It also frees you from 
ever having to worry about SCSI IDs since the card searches for them automatically. 

Troubteshpotlnq: 
Drive doBWit boot: 

If your using an Apple li gs . double check that you have set the control panel to 
'your card'. Also be sure that you have set the startup slot to the slot the SCSI 
card is in. 

• OthePAfise, check a[l of the usual tilings; make sure the drive is on. the cables 
should be secure, and that the SCSI card is in a slot hfgherthan any other 
disk drive cards [if you wish the SCSI drive \q boot). 

• Be sure that you have copied aversion of Prodos orGS/OSontothe drive. 
This also requires that a .system program be in the 'Root' directory. This 
subject is covered in detail in your computer's owner's manuals. 

JMiff mnrtltms worits, and sOTTietirn^ 

• Check the cabling for loose connections. 

f^ake sure your SCSI cabling is lass than 1 9 feet in bngth- 
It multiple drives are connected, make s'jre thai only the first 
and last drives are terminated. See your dealer for information 
about removing ternilnators. 
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Warning * Warning • Warning 



Sorne which ^unild go vtrtmmil saying, neft^ 

Never, Never turn off or reset the drive, or the computer, while a disk access is taking 
place- To do this fs to gambie wllh everything on the dfl\«. 



Quick Start Procedure: 

The following steps are designed to get one's new drive up and running in a hufry. They 
are tiie minimum recommended procedures to prepare a driv& for immediate use: 

Tallnw the Installation procedures at the beginning of this manual to amneotyour 

drive hardware to the computer and install the SCSE card. 
• Boot the amr SCSI utility dtsk in your floppy drive. 
' Press 'F' to fcrm^t the drive. 

Use the left and right arrow keys to select the desired partition sizes (If 1 drive is useflj 

Press 'S' to save the partition parameters to a reserved area on the drive. 

Press 'R' to run the Apple Filer prcgrani. 

Press 'V and then press 'f. 

Answer the questions about slot and drive, (H you have up 2 partitions on a 

single physical drive, you must referto them as 'Drive 1 and [>ive Z, even though they 

are on a single 'Physical' drive. Be sure to 'format' both usng tfw Flterf) 

Press 'escape' twice to return to the Filer's main menu. 

Copy Prodos and a .system tite of your choice to the drive with the file options. 

If you're new to the Apple //, refer to it's owner's guide 
for instructions on how to install programs and maintain 
files on your new hard drive- 
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Questions and Answers^ 



JJm moving smitkm Is pmviiJ0d to i^£ffims^of^a^cBdt^^ 

O: Can I damage or ruin my SCSI hard drive via software? Could this happen% njnnlng 
defective software or by making mistakes white running programs? 

A: Absolutely not. The worst thing ihsl coukJ happen would be the lose of data on the 
df^vs. The hard^reCEninotbadcffrmged ^software. 



Q: Can I install 003 3.3 onto the SCSI hard diive? 

A: Yes. Several 'Third party' or "After maiKef suppliers offer special software utilities 
which can accommodate the use o1 DOS 3.3 Hies and related programs. Usually this 
Is not very desirable since the 'volume size limits' of DOS 3.3 do not permit the efficienl 
use of largG volumes. Additionally, when Prodos and DOS 3.3 share the same physica 
drive, there can be some confusion if the DOS 3.3 segments are Iniflslbte to Prodas- 
This can really implicate 'Bac^^nB up" the drive.: 



Q: Should I leave the hard drive on all the time or should it be turned off each time J 
shut off my computer? 

A: Generally, n's tine to leave the hard drive on if you exp£?ot to be using it within a day 
or two. In fact, if your environment permits you to do this, it is recammgnded. No harm 
will come to the drive if it is feft on continuously. However, to leave it on for weeks 
between uses wilf result in unnecessary wear, h's usually better to leave the drive on 
tor the whole week If you anticipate using it daily. Turning the drive on and oft constantly 
during the day Is much harder on it than just leaving it on. 

The average tod dr^ve ftas a design Hfe of 5 'Fwwer on' yB&TB, 



Q. Jusi how fragile Is the average hard drive? 

A: Qeneraily Sp^akEng, hard drives are much more fragile than the computers that they are 
connected to. So il you wouldn't do it to your computer, you definitely wouldn't do l! 
to a hard drive. As a rule of thumb, it would be fair to say that the average hard drive 
should t>e handled about the same as the average large video monitor 

El/en a short 'drop ' can mean troubtB for a hard drive. Bo particularly careful 
witti the drive If its power is on. This is when it is the most deiicate. The drive shouid 
not be handled or moved when it is on. Aiso, do not handle the dnve for at least 30 sees, 
attar niBUmott off. This aJlows the dtl]/aanQi^ time to ^itnaowrL 
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Q: Do I have to make sure that each drtW has a unique SCSI ID if each drive Is connected 
to & fieparale SCSf card? 

A: No. Each SCSI card represents an "independenV SCSI bus. Each capable of connecting 
up to 8 devices (including the card or 'Host'). 



Q: The cable which cai^wiih the drive looks )ust like a standard aerial print&f cabla. 
If I wish to use a bnger cabie, can I just use a typical printer cable? 

A: Nope. Though the supplledcabfe 'tooks' likeaprimercabfejt fsqultedffferent. 

The cabfe supplied has substantially more shielding and u^usfiy a shielded "twisted 
pair' cable with each pair IndMdually shielded. It s advised to consult the drive 
supplier for the availability of different length cables. 

Many serial printer cables are wired differently than the drive interface cable. 
For example, some cables reverse pins 2 and 3, Some of tliese csbfos could resuft 
In damage to the SCSI card and/or the drive itself. It's usually not worth experimenting. 
Inexpensive oablee ropresant a falsft economy when substituted for 'drive Interfeee 
cables'. 



15 



